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Characteristics
. \ Freeway Typical Sections:
1. Design Speed =70 mph Eight-Lane Freeway
2. Noise wall locations are yet to be
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8-Lane Freeway Typical Section - Salt Lake County
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8-Lane Freeway With Auxiliary Lanes Typical Section - Salt Lake County

1o
1.E
|’_|
1S
Clear Zone 32' ClearZone32' 1’ &
200 1212 121212 412100 30 10 12' 412 12° 12/ 12'[12° 20° ||| 15' | vaes 10’
&) 57 &) 6:7 !
>
' i | SN
Ditch g ¢ 2 ¢ 2 ¢ % Medan © ¢ ¢ g 2 o 3 Ditch
e 2 £ 5 5 5 § 8 Medn g 2 £ 5 £ £ 3 , -
s 3 O 4 4 =4 3 s - B e Noise Wall "\
S > ¥ ¥ & = 0 S = L v v = 9
. 5ES§¢§ 23 52 ££¢§ 55 i
Cut Condition E s 2 Z g & £ E
< < ]
L ; |
Fill Condition

2 N
2 v
37 N
6:7 6

Vertical slopes
are exaggerated 2:1

NOT TO SCALE

V:\Project\22687A\Graphics\Chapter 2 Graphics\Chapter 2 Graphics (7th Round)\2-8.3.ai



